
• All equipment can work wired or wireless.
• Athletics Data Center can be used wirelessly for up to 24 hours with a 1.5 hour charge.
• The charging status can be monitored instantly on all equipment.
• Pre-created race lists can be imported into the program.
• Race results can be exported in excel format.
• An athlete can take more than one race worth.
• As many scoreboards as desired can be set up.
• Time measurement can be made using a maximum of 4 gates.
• Time is measured with an accuracy of 0.00 and a precision of 0.00.

ATHLETICS
SYSTEM

GENERAL FEATURES
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SAS-N20-X

ATHLETICS
NUMERIC SYSTEM

Data Center (SKL–ADC–V1)

Wireless Photocell Modules (SKL–WPM–V1)

Numeric Scoreboard (SKL–ANS–V1

Skorled Athletics Software (SKL–ATK–V1)

EQUIPMENT

OPTIONAL EQUIPMENT

• 1 piece data center (SKL – ADC – V1)
• Maximum 4 pieces wireless photocell modules 
 (SKL - WPM - V1)
• 1 piece numeric scoreboard (SKL – ANS – V1)
• Skorled Athletics Software (SKL-ATK-V1)

• Scoreboard can be produced with a display 
 size of 20, 25, 30, 35 or 40 cm or with a special 
 dimensions according to display color.

the best score is quality



SAS – P10

ATHLETICS
GRAPHIC SYSTEM

Data Center (SKL–ADC–V1)

Wireless Photocell Modules (SKL–WPM–V1)

Graphics Scoreboard (SKL–AGS–V1)

Skorled Athletics Software (SKL–ATK–V1)

EQUIPMENT
• 1 piece data center (SKL – ADC – V1)
• Maximum 4 piece wireless photocell modules  
 (SKL – WPM – V1)
• 1 piece graphic scoreboard ( SKL - AGS - V1)
• Skorled Athletics Software (SKL – ATK – V1)

the best score is quality



TOPCON

SKL-ASF-V1

SKL-ASF-V1

SAS-ATS-V1

ATHLETICS FIELD
SCOREBOARD

the best score is quality

GENERAL FEATURES
• It has the feature of starting from the desired  
 time.
• It records and displays world record and local  
 record.
• It can be displayed instant messages.
• It works fully compatible with TOPCON device.



ATHLETICS
DATA CENTER

ATHLETICS NUMERIC 
SCOREBOARD

SKL – ADC – V1  / TECHNICAL PARAMETERS

SKL – ANS – V1 / TECHNICAL PARAMETERS

Height              45 mm
Width  250 mm
Thickness 126 mm
Weight  0.4 kg 
Maximum Power Consumption 2.5 W
Average Power Consumption 1.8 W 
Operating Voltage 16.8 V
Operating Temperature (-40˚C) – (+55˚C)
Discharge Duration 1 Day
Protection Class IP54
Type Of Material Al
Guarantee Duration 2 Years
Frame Color Grey

Height              300 mm
Width  1000 mm
Thickness 85 mm
Weight  5 kg 
Operating Voltage 100 – 120V / 200V – 240V 
Operating Temperature (-40˚C) – (+55˚C)
Protection Class IP65
Type Of Material Al
Guarantee Duration 2 Years
Frame Color Mat Black

the best score is quality

the best score is quality



the best score is quality

the best score is quality

ATHLETICS GRAPHIC
SCOREBOARD

WIRELESS PHOTOCELL 
MODULE

SKL – AGS – V1 / TECHNICAL PARAMETERS

SKL – WPM – V1 / TECHNICAL PARAMETERS

Height              480 mm
Width  1280 mm
Thickness 85 mm
Weight  16.3 kg 
Maximum Power Consumption 90 W
Average Power Consumption 65 W 
Operating Voltage 100 – 120V / 200V – 240V
Operating Temperature (-40˚C) – (+55˚C)
Protection Class IP65
Type Of Material Al
Guarantee Duration 2 Years
Frame Color Mat Black

Total Weight 3.4 kg
Maximum Power Consumption 2.5 W 
Average Power Consumption 1.8 W
Operating Voltage 16.8V 
Operating Temperature (-40˚C) – (+55˚C)
Protection Class IP54
Type Of Material Al
Guarantee Duration 2 Years


